WILLINGDON BAM
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Inspection facilities

(5)  Fish-pass

(6)  Means for dissipating energy] below
the spillway

The liead sluice and tunnel are accessi-
ble and can be inspected from rear
after closing down the head sluice.
The wet tower in >vhich the head
sluice is housed can be made dry
when the water level is about* 11
feet or lower, by inserting needle
slmtters in grooves that are provid-
ed in the|front inner face of the
chamber for the purpose.

The head sluice serves as fish pass*

(1) Constructional features                    The heaiting is of clay (black soil)

deposited in layers and consolidated
by steam rollers. The casing is of
gravel rather of a1" poor quality.
The front slope of the bund is
revetted with stones for the full
length and for the full height i.e.
upto top of the bund.

2) Changes introduced in the plans of  Borings were taken in tue foundation,

the dam and in the method of carry-
ing out the work

(3) Noteworthy occurrences and acci-
dents

but afterwards some radical altera-
tions were made in the foundations
of the bund. In place of separate
Ugh and low level sluices a com-
bined eluice was built.

The revetment of tte bund bad been
slipping bodily in certain places of
the darn year by year, when the
mter level was falling down.
Repairs were undertaken every
time. Many measures were adopt-
ed to check the slips but without
any satisfactory result. It was
concluded that cause of slipping was
mainly due to the absence of proper
toe walls and want of good material
for the casing of the bund. Neces-
sary remedial measures were adopt*
ed to check slipping.
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